
  
 

 

 
 
 
 
 
 

 

L
E

A
D

E
R

 
I

N
 

H
I

G
H

 
T

E
M

P
E

R
A

T
U

R
E

 
S

O
L

T
I

O
N

S
 

 

 
The information, recommendations and opinions set forth herein are offered solely for your consideration, inquiry and verification and are not, in part or total to be construed as constituting a warranty or 

representation for which we assume legal responsibility. Nothing contained herein is to be interpreted as authorization to practice a patented invention without a license. All rights reserved. 

 

 
Page 1 from 1 

Insulcon B.V. - Insulcon GmbH - Insulcon N.V. - Insulcon Projects SA  
 

www.insulcon.com  
 

Form: A3-067   
Effective: 07012022/ES         
Supersedes: 17082020/PN/ka       
All Rights Reserved 
LD: I07012022 
 

The information, recommendations and opinions set forth herein are offered solely for your consideration, inquiry and verification,  and are not, in part or total to be construed as constituting a warranty or representation for which we 
assume legal responsibility. Nothing contained herein is to be interpreted as  authorization to practice a patented invention without a license. All rights reserved. 

 

TEC
H

N
IC

A
L D

A
TA

SH
EET

 

ECOMAB® BRAIDED SPECIALTY GLASS 
FIBRE PACKING – 1200°C  
  

  
Braided Packing is produced from various types of yarn 
and can be supplied in round, square or rectangular 
section.                                                
 
Ecomab® braided packing is a high density, high strength 
product with low compressibility and is especially 
recommended for heavy duty applications. When the 
packing is coated with graphite, an increase in lubricity 
results.  
 
Ecomab® braided packing is reinforced with glass or metal 
wire and contains approximately 20% organic carrier fibre 
to facilitate the carding process. The carrier fibre burns out at a low temperature, but this has no 
effect on the properties of the speciality glass fibre. 
 
 
Chemical Properties 
Ecomab® braided packing exhibits excellent chemical stability resisting attack from most corrosive 
agents. Exceptions are hydrofluoric acids and phosphoric acids and concentrated alkalis. No water of 
hydration is present. 
 
 
Availability 
Ecomab® braided packing is available in the following diameter sizes : 5-60 mm, section sizes  
5 x 5 - 60 x 60 mm. Other dimensions and rectangular sizes available on request. 
 
Applications 
- Static seals in (steam)boilers and (coke)furnaces 
- Kiln car seals     
- Seals in heat exchangers                 
- Seals between filter elements                       
- Wrapping of exhausts                                        
 
 
Typical Physical Properties  
Average density    550 - 600 kg/m3 

Colour      Greenish  
Basic Composition    Silica - Calcium 
Melting Point     > 1330 °C  
 
 
 
 
 
 
 
 


